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1.
COORDINATION ISSUES:   (Not Used)

2.
DESIGN ISSUES:      (Not Used) 

3.
DRAWING NOTES:   (Not Used)
4.
STANDARD DRAWINGS:  See attached Standard Signage Details A, B, C, D, and E/TG 10400.

5.
SPECIFICATION NOTES:    (Not Used)

6.
GUIDE SPECIFICATION:    (Not Used)

END OF SECTION 10400
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SIGNAGE (APPROX. 12" OR 18”)

NO SMOKING

SMOKING IS PROHIBITED BY LAW*

5
APPROX.

* MINIMUM HEIGHT OF LETTERING = 1"

STANDARD NO SMOKING SIGNS SHALL BE PROVIDED AS FOLLOWS:

1. PLEXIGLAS PANEL

SCREEN PRINT OPAQUE MATTE WHITE COPY ON ONE—EIGHTH (1/8") INCH
RED/ORANGE PLEXIGLAS #2178—F10. FINISH EDGES TO BE SMOOTH AND

CLEAN, BREAK CORNERS. PROVIDE ONE-THIRTY—SECOND (1/32") INCH
FOAM TAPE IN HORIZONTAL STRIPS FOR MOUNTING.

/“a"\_NO SMOKING SIGN
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* THE MAXIMUM CAPACITY SHALL BE THE NUMBER OF PERSONS AS DETERMINED BY THE
BUILDING ~ DEPARTMENT.

NOTE: FONT SHALL BE HELVETICA.

1. ROOM CAPACITY SIGNS SHALL BE MADE OF SHEET METAL OF NOT LESS THAN NO. 16 USSG
IN THICKNESS, PLASTIC OF NOT LESS THAN 1/16" THICKNESS OR OTHER APPROVED MATERIAL.

2. SIGNS SHALL BE BE DISTINCTIVE IN COLOR AND SHALL PROVIDE CONTRAST WITH
DECORATIONS, INTERIOR = FINISH, OR OTHER SIGNS.

3. LOCATE SIGNS WHERE DIRECTED BY DAGS AND TO MEET THE BUILDING DEPARTMENT'S
REQUIREMENTS.

4. PROVIDE ONE SIGN FOR EACH ROOM USED AS DINING, ASSEMBLY, CAFETORIUM, AUDITORIUM,
AND ANY CLASSROOM LARGER THAN 999 SQ. FT.

5. VERIFY AND INSERT APPLICABLE SECTION NUMBER AND COUNTY, (CITY & COUNTY OF
HONOLULU, COUNTY OF HAWAI, COUNTY OF MAUI OR COUNTY OF KAUAI).

SPECIFIER'S NOTE: FRAME OPTIONAL

/"8 ROOM CAPACITY SIGNS

@ NO SCALE
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ff’ BORDER ALL AROUND FLETFERS TO BE 1/8" THICK
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/ THIS GATE ISJTO REMAIN

SECURED IN THE OPEN POSITION
WHENEVER THIS BUILDING IS IN USE

(SEC. BLDG. CODE, (See Note 5)

1. FABRICATE FROM GALVANIZED SHEET METAL 16 GUAGE THICK.
2. COLOR: BLACK LETTERS ON A WHITE BACKGROUND.

3. ONE SIGN IS REQUIRED AT EACH SECURITY GATE.

4. LOCATE SIGNS WHERE DIRECTED BY DAGS.

5. VERIFY AND INSERT APPLICABLE SECTION NUMBER AND COUNTY,
(CITY & COUNTY OF HONOLULU, COUNTY OF HAWAIl, COUNTY OF
MAUI OR COUNTY OF KAUI).

/"< \ SECURITY GATE SIGN
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ELEVATION FRAME DETAIL

1. FABRICATE AND INSTALL A PICTURE FRAME FOR THE "CERTIFICATE OF OCCUPANCY”.
PROVIDE A SINGLE FRAME ONE FOR EACH BUILDING OR AS DIRECTED BY THE CONTRACTING
OFFICER.

SPECIFIER'S NOTE:  MOUNT THE "CERTIFICATE OF OCCUPANCY” IN A FRAME PERMANENTLY
AFFIXED TO WALL. FRAME SHALL COMPLEMENT THE INTERIOR FINISH AND OTHER SIGNS.
PROVIDE A GLASS FACE AND BACKING.

m FRAME FOR CERTIFICATE OF OCCUPANY

w SCALE: NTS
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1. BACKING:  BACKING

\—1/4" THICK

LETTERS, 1-1/2"
HIGH

SHALL BE 6061-T6 ALUMINUM 0.032” MINIMUM THICKNESS.

2. PAINT: PAINT SHALL BE SATIN FINISH, EXTERIOR GRADE OR FACTORY BAKED ENAMEL OR

COMBINATION THEREOF.

3. COLORS: SIGNS SHALL HAVE WHITE BACKGROUND. REMAINING ITEMS SHALL BE SIMILAR TO
RUST — OLEUM FEDERAL SAFETY RED.

4. SIGNS SHALL BE LOCATED AT 50 FOOT INTERVALS AROUND ROPED OFF WORK AREA OR
AT ALL ENTRANCES IN THE CASE OF INTERIOR WORK.

5. SIGNS SHALL BE ATTACHED TO THE ROPE BARRIER, ROPE BARRIER SUPPORTS, INDIVIDUAL
SIGN SUPPORTS OR BUILDINGS. DO NOT USE NAILS TO ATTACH SIGNS TO BUILDING(S).

6. REMOVE ALL SIGNS

UPON COMPLETION OF PROJECT. REPAIR ANY DAMAGE CAUSED BY

SIGN MOUNTING AND REMOVAL.

/& WARNING SIGN LAYOUT

w SCALE: NTS
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